


USB Emergency 
Power Port

Key Hole

*Thanks for choosing our K2 smart lock. Please check the user manual carefully before operation 
and installation.

Front Decorative Cap 
For Lock Cylinder

Back Decorative Cap 
For Lock Cylinder

1.Front Handle          2.Threaded Sleeve          3.Self-tapping Screws         4.M5 Screw For Lock Cylinder          
5.Mortise Lock          6.Back Handle          7.M4 Machine Screws          8.Lock Cylinder          9.Front Decorative 
Cap For Lock Cylinder          10.Back Decorative Cap For Lock Cylinder          11.Square Rod

1. Drill a hole on the door as the template required 2. Insert the mortise lock into the door according to 
     the open direction. Then use 2 pcs of self tapping 
     screws to fix it.

3. Install 2pcs threaded sleeves to the front 
     handle.

4. Thread the front handle wire through the square rod 
     hole, then install the square rod on the front handle.

Note that this side 
faces indoors

5. Open the plate from the tail of back han-
    dle.(as shown)

6. Thread the front handle wire and square rod through 
     the mortise lock, then install front handle onthe door.

7. Thread the wire from the front handle 
     through the hole in the back handle.

8. Insert the front handle wire into the corresponding 
     sockets on back handle.

���������������

No. Item Quantity Note

1 Front Handle 1

2 Back Handle 1

3 Front Decorative Cap For Lock Cylinder 1

4 Back Decorative Cap For Lock Cylinder 1

5 Accessories 1

6 Lock Cylinder 1 Include 3 pcs keys

Handle keys may selected accor-
ding to current operating condit-
ion or users' requirement.

7 Mortise Lock 1

8 Label 1

9 User Manual 1

10 Handle keys 2

Indicator Light

Fingerprint Head

Function Key

Reset Key

Battery TrayConnector
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Key For Handle Key For Lock Cylinder
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Door  Edge

Self Tapping Screw

2-3/64''[52mm] 
Thru Hole

1-13/16''[46mm] 
Thru Hole

Note that the 
slant faces the 
direction of 
closing the door

Note that this side 
faces indoors

Note that this side faces indoors

9. At first, fasten the back handle and front 
    handle with one machine screw (as sho-
    wn). Then press the back handle and fas-
    ten them with one screw.

10. At last put into 4*1.5v AAA alkaline batteries and 
       cover them.

11.Install 2 threaded sleeves on the Front 
      Decorative Cap.

12. Install front decorative cap and back decorative 
       cap on the door with 2 machine screws
      (as shown)

13.Install the lock cylinder inside the door 
      from the back decorative cap and tight-
      en it with machine screws.

14. Install strike plate and strike box to the door fra-
       me, then fasten them with 3 pcs self tapping sc-
       rews.

①

②
②
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